G 0T-810 s

Obrnény transportér Ceskoslovenské vyroby z obdobi Studené valky
pozdéjSi varianta sklonu pancire

Czechoslovak made Cold War Era armoured personnel carrier

late hull angle version

Po skonceni druhé svétove valky zlstalo na Uzemi Ceskoslovenska znacné mnozstvi vozidel SdKfz.251 a vyrobni
kapacity po jejich vyrobé. V letech 1952-53 byl podnik Tatra Kopfivnice povéfen modernizaci a vyvojem vlastniho
obrnéného prostfedku vychazejiciho pravé ze SdKfz.251. Vozidlo vybavené novym motorem Tatra ale neproslo
vojskovymi zkouSkami a bylo nutno vozidlo zasadné zrekonstruovat. Vozidlo dostalo silngjSi nové vyvinuty motor
Tatra T-928-3 pouzity pro automobil Tatra T-138 a dale doSlo k zlepSeni opancéfovani korby zakrytim stropnim
pancifem, dovybaveno filtroventilaci, boky korby byly opatfeny stfilnami a novym podvozkem. Na stfeSe dostal
velitelsky poklop oto¢nou lafetu pro univerzalni kulomet vz.52 raze 7,62mm, pozdéji kulomet vz.59 stejné raze.
Vzniklo tak vlastné nové vozidlo a z plvodniho némeckého transportéru zlstala zakladni konstrukce a hrubé
venkovni tvary. Ovéfovaci série byla vyrabéna v letech 1958-59. Sériova vyroba pod oznaenim OT-810 pak
probihala v letech 1959-62 kdy bylo vyrobenoi celkem asi 1500 kus( nékolika variant. Toto vozidlo nebylo nikdy
exportovano. CSLA zavedla OT-810 pro piepravu deseti¢lenného druZstva mechanizované péchoty. Dalsi
rozSifenou verzi bylo asi 320 kusd OT-810/R2 a OT-810/R3, coz byl velitelsko-spojovaci prostfedek. Pozdéji bylo
nékolik OT-810 upraveno jako lehky stiha¢ tank OT-810D, vozidlo technické pomoci v poli, jako prazkumny
prostfedek pro délostfelectvo a zdravotni verze. Posledni kusy iz neaktivnich obrnénych transportérd OT-810
vyfadila armada ze svych sklad( az v roce 1995.

Many SdKfz.251 vehicles and its industry capabilities remained in Czechoslovakia after WWII. In 1952-1953 was
the company Tatra Koprivnice charged with modernisation and development of own armoured personnel carrier
proceed from SdKfz.251. Vehicle were equipped with new Tatra engine, but it did not meet the army requirements
and therefore the vehicle were reconstructed with new more powered Tatra T-928-3 engine which was used for
truck Tatra T-138, body armour was improved by roof plate, gunports in side armour and the chassis were
modernised. Interior were equipped with filtration system. Commander's cover serve as the carriage for universal
machine-gun vz.52 with calibre 7,62 mm, later for machine-gun vz.59. New vehicle was developed and from
the original german transporter remained only basic construction and outside shapes. Prototype production run
between 1958 and 1959. Serial production of OT-810 run between 1959 and 1962 years when about 1500 pcs
of different versions were produced. This vehicle was never exported.Czechoslovak army took up OT-810
especially for transport of ten men mechanized infantry squad. Next extended version were command and signal
vehicle OT-810/R2 and OT-810/R3. It was also produced OT-810D, which was light tank destroyer. Some
of the vehicles of the basic version OT-810 were modified for vehicles of technical support, reconnaissance vehicles
for artillery or for ambulance version. The last pieces of non active armoured transporters OT-810 were eliminated
from armament up in 1995.
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NAVOD KE STAVBE MODELU / ASSEMBLY MANUAL

POZOR

obsahuje drobné dilky - pro modelare od 14 let

model obsahuje dily z epoxydové pryskyfice ktera miize pfi opracovani drazdit oci, kiizi a dychaci systém
pfi opracovavani a manipulaci s dilky pouzivejte ochrannych pomucek, vyvarujte se jejich vdechnuti

ATTENTION

contains small parts - for modellers from 14 years

model contains parts from epoxyd resin which can irritate the eyes, skin and breathing system during the working
please use the protective aids during manipulation and cutting, avoid of their breathing
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Univerzalni kulomet UK-59 - fotoleptané dily - samostatné archy C3501 /
Universal machine gun UK-59 - separate photoetched parts C3501
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D . otevieny poklop / protiletadlova pozice / : uchyceni béhem pfesunu /
{ verze / optional opened hatch AA position machine gun in holder during
zavieny poklop / F B movement
closed hatch




&

4x hlavy Sroubl / [ﬁl
nuts \




-

vyvrtat + spojit Cety (88)/ .-
69 drill + use pins (88)

ahel sklonu  88°
kola /
tyre inclination

' ».

ﬁ?zwé/ﬂ’z Hradiskova 609 mobil: +420 608 170 580
TBmodels.cz Jablonné nad Orlici 561 64 e-mail: tomodels@email.cz
Tomas Bouchal CZECH REPUBLIC www.tbmodels.cz

_8-



\/F)

OT-810

B12§812 VNG 4
TEAE] @@
m 771

sorsionars 15 owbkez




	Stránka 1
	Stránka 2
	Stránka 3
	Stránka 4
	Stránka 5
	Stránka 6
	Stránka 7
	Stránka 8
	Stránka 9

